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ARMORED VEHICLES
Below is a sample of our Armored Vehicles; However, other types & models can be arranged based on your requirement. Please contact us for more details.

1- Toyota Land Cruiser GXR :
Basic Vehicle Chassis Specifications: 

Toyota Land Cruiser GXR – 4x4, V8 

Basic Ballistic Specifications:
General Specifications: 

Level B6:

· 7.62 X 39mm - AK47, 123 gr., 719 mps / 2,360 fps

· 7.62 x 51mm - M80, 149 gr., 847 mps / 2,780 fps

· 5.56 x 45mm – M16 - M855, 62 gr.,  926 mps / 3,040 fps

Base Armoring Specification:

1) Glass areas: Windshield, rear doors and side glass will be removed and replaced with bullet-resistant transparent armor multi-layer glass and polycarbonate inner layer to prevent spalling upon ballistic impact. Glass will be curved and contoured to retain the appearance of the original glass and provided from HPC. All transparent areas will be Level B6.

2) Front driver side windows will be operable to 6 inches.

3) Body: Doors, pillar posts, side panels, kick-panels, firewall, and headers (laterals) will be armored with ballistic composite material equivalent material or air hardened heat treated ballistic steel in accordance with defined standard of defeat.  Overlap system used throughout.  NIJ Level III and EN 1063 B6 protection.

4) Roof: Armored with ballistic composite material in accordance with NIJ IIIa / B4 standards. 

5) Floor: Floor areas will be armored with multi-ply rigid ballistic fragmentation material molded to form fit contours of floor boards and panels.

6) Vehicle Structured Modifications: Reinforcement of pillar posts and hinges, upgrade of suspension, and hardened plastic door risers installed on all doors.

7) Fuel tank: Ballistic fragmentation wrap

8) Battery: Original replaced with an Optima® bullet-resistant battery.

9) Electronic control Module (ECM) protection.

10) Wire mesh tailpipe protection.

11) Locking Gas cap.

12) Five (5) Run flat tire devices

2- Toyota Land Cruiser VXR :
Basic Vehicle Chassis Specifications: 

Toyota Land Cruiser VXR – 4x4, V8

Basic Ballistic Specifications:
General Specifications: 

Level B6:

· 7.62 X 39mm - AK47, 123 gr., 719 mps / 2,360 fps

· 7.62 x 51mm - M80, 149 gr., 847 mps / 2,780 fps

· 5.56 x 45mm – M16 - M855, 62 gr.,  926 mps / 3,040 fps

Base Armoring Specification:

13) Glass areas: Windshield, rear doors and side glass will be removed and replaced with bullet-resistant transparent armor multi-layer glass and polycarbonate inner layer to prevent spalling upon ballistic impact. Glass will be curved and contoured to retain the appearance of the original glass and provided from HPC. All transparent areas will be Level B6.

14) Front driver side windows will be operable to 6 inches.

15) Body: Doors, pillar posts, side panels, kick-panels, firewall, and headers (laterals) will be armored with ballistic composite material equivalent material or air hardened heat treated ballistic steel in accordance with defined standard of defeat.  Overlap system used throughout.  NIJ Level III and EN 1063 B6 protection.

16) Roof: Armored with ballistic composite material in accordance with NIJ IIIa / B4 standards. 

17) Floor: Floor areas will be armored with multi-ply rigid ballistic fragmentation material molded to form fit contours of floor boards and panels.

18) Vehicle Structured Modifications: Reinforcement of pillar posts and hinges, upgrade of suspension, and hardened plastic door risers installed on all doors.

19) Fuel tank: Ballistic fragmentation wrap

20) Battery: Original replaced with an Optima® bullet-resistant battery.

21) Electronic control Module (ECM) protection.

22) Wire mesh tailpipe protection.

23) Locking Gas cap.

24) Five (5) Run flat tire devices

3- Chevrolet Suburban :
Basic Vehicle Chassis Specifications: 

Chevrolet Suburban:  4WD, 2500, 8.1 Liter V8, 8 passenger

Basic Ballistic Specifications:
General Specifications: 

Level B6:

· 7.62 X 39mm - AK47, 123 gr., 719 mps / 2,360 fps

· 7.62 x 51mm - M80, 149 gr., 847 mps / 2,780 fps

· 5.56 x 45mm – M16 - M855, 62 gr.,  926 mps / 3,040 fps

Base Armoring Specification:

25) Glass areas: Windshield, rear doors and side glass will be removed and replaced with bullet-resistant transparent armor multi-layer glass and polycarbonate inner layer to prevent spalling upon ballistic impact. Glass will be curved and contoured to retain the appearance of the original glass and provided from HPC. All transparent areas will be Level B6.

26) Front driver side windows will be operable to 6 inches.

27) Body: Doors, pillar posts, side panels, kick-panels, firewall, and headers (laterals) will be armored with ballistic composite material equivalent material or air hardened heat treated ballistic steel in accordance with defined standard of defeat.  Overlap system used throughout.  NIJ Level III and EN 1063 B6 protection.

28) Roof: Armored with ballistic composite material in accordance with NIJ IIIa / B4 standards. 

29) Floor: Floor areas will be armored with multi-ply rigid ballistic fragmentation material molded to form fit contours of floor boards and panels.

30) Vehicle Structured Modifications: Reinforcement of pillar posts and hinges, upgrade of suspension, and hardened plastic door risers installed on all doors.

31) Fuel tank: Ballistic fragmentation wrap

32) Battery: Original replaced with an Optima® bullet-resistant battery.

33) Electronic control Module (ECM) protection.

34) Wire mesh tailpipe protection.

35) Locking Gas cap.

36) Five (5) Run flat tire devices.
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